*USAF DeClaSS/^M^i^inSl^y^feOtna^gl: EiM^DP33-02415A000600040025-3 

SECIRET 

i 

w DETACHMENT H 

i 1 August 1966 
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H 45-16 


D III GENERATIQM AMD LAUNCH PROCEDURE S 


I- PURiySE : The purpose of this SOP Is to establish proper procedures for 
Delta - III personnel to follow for the generation and launch of an 
operational or training mission* 

II- SCOPE ; The provisions of this SOP apply to all Delta - III technicians 
and supervisors » 

' ll- RES ’ONSIM LITT : It is the responsibility of the Delta ~ III supervisors 
concerned to assure adherence to this SOP,, 

IVn PROCEDURE S: The following is a Chronological order of events following 
the alert of an operational sortlsj Training sorties will follow the 

same order of events „ : 

» 

l 

A„ Shop Pre-flight - Operational tiad Training Missions 

Normal duty hours notification will usually came directly 
from the Chief of Maintenance or Director of Materiel., On 
weekends a^JoUdaya a representative of this section will 
be at the^^^^^l between 0900 and 1100 hours where a 
representative will pans the word. Tie duty team will report 
to the hangar ASAP and receive instructions from the Chief 
of Maintenance,, ! 

1 

At a mi nim um of 5 + 15 hours prior to take off the Delta - III 
is checked in accordance 'with shop pre-fli^t check list. 

Shop pre-flight may be started directly after receipt of alert 

notification. 

Film and slit size are selected according to mission informa cion 
received from the Chief of Maintenance 
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Be: Aircraft Pre-flight - Operational i&ssion 

(1) 4+15 hours prior to take-off the Delta - III is installed 
in the aircraft and the aircraft portion of pre-flight check 
is made in accordance with existing SOP., 

(2) 3 + 30 hours prior to take-off the Delta — III installation 

complete o 

(3) 3+15 hours prior to to|o^4£f the Delta - III must be 
completely checked and top* bottom hatches secured,, 

0, Aircraft Pre-flight - ‘Braining Mtaelcn 

(1) 3+15 hours prior to take-off the Delta - III is installed 

in the aircraft and the aircraft portion of pre-flight check 
La made in accordance with existing SOP, 

{2) 2+30 hours prior to take-off the Delta - III installation 

complete., 

(3) 2 + 15 hours prior to take-off the Delta =• Hi must be 

completely checked and top and bottom hatches secured, 

MOTS: If humidity allows, the Delta » III may be i is tailed in. the air 
craft the day before the actual launch,, However, the equip 

(uent must be cycled prior to 3 + 15 hours be tnke~off. 
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